
BROOKS CITY-BASE QUARTERLY CHECKLIST

for 

FLAMMABLE/COMBUSTIBLE LIQUIDS STORAGE

	Organization/Facility Name:
	
	Organization/Facility Location:
	


	Date of Evaluation:
	
	Time:
	


	Evaluator’s Name:
	
	Title:
	
	Phone:
	


	Organization Symbol:
	
	E-mail address:
	


	29 CFR 1910.106 and Integrated Contingency Plan (November 02)
	YES
	
	NO

	1.
Are the following management practices followed?
	(
	
	(

	
	
	
	

	(
Are there no positive sources of ignition (open flames, welding, radial heat, mechanical sparks) in the immediate area?
	(
	
	(

	
	
	
	

	(
Are items not stored against pipes or coils producing heat?
	(
	
	(

	
	
	
	

	(
Are horizontally stored paint drums rolled a half turn every 90 days?
	(
	
	(

	
	
	
	

	(
Are containers of paint palletized prior to storage?
	(
	
	(

	
	
	
	

	(
Are aerosol containers stored in well ventilated areas?
	(
	
	(

	
	
	
	

	2.
Are containers stored and handled according to the following?
	(
	
	(

	
	
	
	

	(
Are open flame devices not used in the storage area?
	(
	
	(

	
	
	
	

	(
Are combustible materials, other than wood pallets used in the storage of flammable/combustibles, not stored in the storage facility?
	(
	
	(

	
	
	
	

	(
Is handling done to avoid damaging the label?
	(
	
	(

	
	
	
	

	(
Are materials received without a date of manufacture label marked with the shipping document date?
	(
	
	(

	
	
	
	

	(
Are leaking containers removed from the storage area immediately?
	(
	
	(

	
	
	
	

	(
Are containers stored so that they are issued or used in the order of dates of manufacture, with oldest materials being used first?
	(
	
	(

	
	
	
	

	(
Is each container kept closed?
	(
	
	(

	
	
	
	

	3.
Are flammable/combustible liquids not stored in ways that limit the use of exits, stairways, or other areas normally used for the safe egress of people?
	(
	
	(

	
	
	
	

	STORAGE CABINETS
	YES
	
	NO

	
	
	
	

	4.
Do storage cabinets meet the following?
	(
	
	(

	
	
	
	

	(
Are materials within the cabinet segregated?
	(
	
	(

	
	
	
	

	(
Are there no open containers in the cabinet?
	(
	
	(

	
	
	
	

	(
Are all containers in the cabinet labeled?
	(
	
	(

	
	
	
	

	(
Is there no more than 60 gal of Class I or Class II liquids nor any more than 120 gal of Class III liquids stored in the cabinet?
	(
	
	(

	
	
	
	

	(
Are cabinets fire resistant?
	(
	
	(

	
	
	
	

	(
Are cabinets constantly closed and conspicuously labeled FLAMMABLE--Keep Fire Away?
	(
	
	(

	
	
	
	

	5.
Are metal cabinets constructed as follows?
	(
	
	(

	
	
	
	

	(
Are the bottom, top, door, and sides at least no. 18 gage sheet iron and double walled with 1.5 inches air space?
	(
	
	(

	
	
	
	

	(
Are joints riveted, welded, or made tight by an equally effective means?
	(
	
	(

	
	
	
	

	(
Does the door have a three point lock?
	(
	
	(

	
	
	
	

	(
Is the door sill raised at least 2 inches above the bottom of the cabinet?
	(
	
	(

	
	
	
	

	6.
Are wooden cabinets constructed as follows?
	(
	
	(

	
	
	
	

	(
Are the bottom, sides, and top an approved grade of plywood at least 1 inch thick which will not break down or delaminate under fire conditions?
	(
	
	(

	
	
	
	

	(
Are all joints rabbeted and fastened in two directions with flathead wood screws?
	(
	
	(

	
	
	
	

	(
Is there a rabbeted overlap of at least 1 inch if more than one door is used?
	(
	
	(

	
	
	
	

	(
Are hinges mounted so that they will not loose their holding capacity due to loosening or burning out of the screws when subjected to the fire test?
	(
	
	(

	
	
	
	

	
	
	
	

	
	
	
	

	STORAGE ROOMS
	YES
	
	NO

	
	
	
	

	7.
Do flammable/combustible storage rooms inside of buildings meet the following requirements?
	(
	
	(

	
	
	
	

	(
Is a 4 in. [ 10 cm] raised sill or ramp provided to adjacent rooms or buildings, or is the floor of the storage area 4 in. [ 10 cm] lower than the surrounding floors?
	(
	
	(

	
	
	
	

	(
Is an open-grated trench that drains to a safe area in the building if a sill or ramp is not present?
	(
	
	(

	
	
	
	

	(
Do liquid tight wall/floor joints exist?
	(
	
	(

	
	
	
	

	(
Is wood shelving at least 1-in. [ 3-cm] thick?
	(
	
	(

	
	
	
	

	(
Do self-closing fire doors exist (NFPA 80)?
	(
	
	(

	
	
	
	

	(
Does the electrical wiring and equipment meet NFPA 70 requirements?
	(
	
	(

	
	
	
	

	(
Does the storage in the rooms meet the requirements in Table H-13?
	(
	
	(

	
	
	
	

	(
Is there either gravity or a mechanical exhaust ventilation system?
	(
	
	(

	
	
	
	

	(
Does the exhaust system provide for six changes of air in the room per hour?
	(
	
	(

	
	
	
	

	(
Are mechanical exhaust systems controlled by a switch outside the door?
	(
	
	(

	
	
	
	

	(
For gravity ventilation, is the fresh air intake and exhaust outlets on exterior walls?
	(
	
	(

	
	
	
	

	(
There is one clear aisle at least 3-ft [ 1-m] wide?
	(
	
	(

	
	
	
	

	(
Containers over 30 gal [114 L] capacity are not stacked one upon the other?
	(
	
	(

	
	
	
	

	(
Dispensing is done by an approved pump or self-closing faucet only?
	(
	
	(

	
	
	
	

	STORAGE BUILDINGS
	YES
	
	NO

	
	
	
	

	8.
Do buildings or warehouses where flammable/combustible materials are stored meet the following requirements?
	(
	
	(

	
	
	
	

	(
If the storage area is located 50 ft [ 15 m] or less from a building or line of adjoining property that may be built upon, the exposing wall is a blank wall having a fire-resistance rating of at least 2 hours?
	(
	
	(

	
	
	
	

	(
The storage arrangements outlined in Title H-14 & H-15 are met?
	(
	
	(
	 

	
	
	
	

	(
Do the walls meet fire resistance test NFPA 251-1969?
	(
	
	(

	
	
	
	

	(
Containers are separated by pallets or dunnage when necessary to provide stability and prevent excess stress on container walls?
	(
	
	(

	
	
	
	

	(
Portable tanks that are stored over one tier high are designed to nest securely?
	(
	
	(

	
	
	
	

	(
No pile is closer than 3 ft [ 1 m] to the nearest beam, chord, girder, or other obstruction?
	(
	
	(

	
	
	
	

	(
Piles are 3 ft [ 1 m] below sprinkler deflectors or discharge points of water spray?
	(
	
	(

	
	
	
	

	(
Aisles are at least 3-ft [ 1-m] wide when necessary for access to doors, windows, or standpipe connections?
	(
	
	(

	
	
	
	

	OUTDOOR STORAGE
	YES
	
	NO

	
	
	
	

	9.
Do outside storage areas for flammable/combustible meet the following requirements?
	(
	
	(

	
	
	
	

	(
No more than 1100 gal [ 4164 L] of flammable/combustible liquids is stored adjacent to buildings located on the same premises unless 10 ft [ 3 m] or more exists between buildings and the nearest flammable container?
	(
	
	(

	
	
	
	

	(
The storage area is graded to divert spills or is surrounded by a curb at least 6-in.  [ 15-m] high?
	(
	
	(

	
	
	
	

	(
When curbs are used, there is a provision for draining of accumulated water and the drains terminate in a safe location and are accessible to operate when fire conditions exist?
	(
	
	(

	
	
	
	

	(
The storage area is protected against tampering and kept free of waste and other combustible materials?
	(
	
	(

	
	
	
	

	(
All containers bear contents, labels, and hazard markings?
	(
	
	(

	
	
	
	

	(
Total quantity and arrangement of liquids outside a building complies with the requirements in Table H-16 & H-17?
	(
	
	(

	
	
	
	

	ALL STORAGE AREAS
	YES
	
	NO

	
	
	
	

	10.
Do all flammable/combustible storage locations meet the following?
	
	
	

	
	
	
	

	(
There is a suitable fire control device available at locations where flammables or combustibles are stored
	(
	
	(

	
	
	
	

	(
There is at least one 12-B rated portable fire extinguisher located outside and within 10 ft [3 m] of a door opening into any room for storage
	(
	
	(

	
	
	
	

	(
There is at least one 12-B rated portable fire extinguisher located within 10 to 25 ft [3 to 8 m] of any Class I or Class II liquid storage area outside of a storage room, but inside a building
	(
	
	(

	
	
	
	

	(
Fire extinguishing sprinklers or systems meet the standards in 29 CFR 1910.159
	(
	
	(

	
	
	
	

	(
No smoking or open flame is permitted within 50 ft [15 m] and signs are posted
	(
	
	(

	
	
	
	

	(
Incompatible materials are not stored together (see NFPA Fire Protection Guide to Hazardous Materials.)
	(
	
	(

	
	
	
	

	(
No water-reactive materials are stored in the same room with flammable/combustible liquids.
	(
	
	(



TOTAL:




Estimated Fix Date: (negative responses) 


Evaluators Signature:

Supervisors Signature:

(NOTE:  These standards (item no. 6) do not apply to:  storage of containers in service stations, Class I or Class II liquids in the fuel tanks of a motor vehicle, aircraft, boat, or portable or stationary engine, flammable or combustible paints, oils, varnishes, or similar mixtures used for painting or maintenance when not kept for a period in excess of 30 days, and beverages when packaged in containers not greater than 1 gal [4 L].)
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