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Date of Evaluation:�
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29 CFR 1910.101, DODR 4145.19-1�
YES�
�
NO�
�
1.	Are labels on the containers legible and not removed or defaced?�
(�
�
(�
�
�
�
�
�
�
2.	Are cylinder parts origional and not modified, tampered with, obstructed, removed, or repaired by the user?�
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�
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�
�
�
�
�
�
3.	Are there other means to identify the contents of the container besides the color?�
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�
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�
�
�
�
�
�
4.	Are the following items not done to the containers?


(	placed anywhere they might become part of an electrical current


(	grounded or used for grounding


(	exposed to temperature extremes


(	rolled in the horizontal position or dragged�
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�
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�
�
�
�
�
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5.	Do compressed gas storage areas meet the following requirements?


(	NO SMOKING signs are posted


(	there is adequate spacing or segregation by partition so that containers are grouped together by the hazard class of the gas


(	it is designed so temperatures will not exceed 125(F


(	cylinders are secured to prevent falling�
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6.	Do storage areas for flammable compressed gases meet the following requirements?


(	acetylene containers are stored valve end up (the container may be stores as much as 45( from the vertical


(	portable fire extinguishers are available (CO2 or dry chemical type)


(	the area is well ventilated


(	hear is by indirect means (such as steam or hot water)�
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7.	When flammable compressed gases are stored in a separate room without other occupancy, are the following requirements met?


(	the walls, partitions, and ceiling are continuos from floor to ceiling and securely anchored


(	at least one wall is an exterior wall


(	windows in partitions are wires glass in metal frames with a fixes sash


(	openings to other parts of the building are protected by a self-closing fire door with a resistance of at least 1 hour�
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�
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8.	If flammable compressed gas cylinders are stored inside a building with other occupancy, are cylinders kept at least 20 feet away from flammable liquids, highly combustible materials, and oxidizers?�
(�
�
(�
�
	TOTAL:				
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NOTE:  Most common storage problem is that acetylene (a flammable) and oxygen (an oxidizer) are stored side by side.�
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NOTE:  Instead of 20 ft, the facility can use a non-combustible barrier at least 5 feet high having a fire resistance rating of at least one half hour.�
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NOTE:  Flammable compressed gases include the following: acetylene; allene; butadiene; butane; 1-butene; 2-butene; 1-chloro-1, 1-difluoroethane; chlorotrifluoroethylene; chloropropane; deuterium; 1,1-difluoroethane; dimethylether; ethane; ethylacetylene; ethylene; hydrogen; liquid hydrogen; isobutane; isbutylene; liquified petroleum gas; methane; methyl acetylene; methyl acetylene-propadiene mix (MAPP); methyl chloride; methyl fluoride; methyl vinyl ether; natural gas; propane; propylene; trifluoroethane; vinyl bromide; vinyl chloride; vinyl fluoride.�
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NOTE:  Oxidizing gases include the following:  compressed air; fluorine; nitrous oxide; liquid nitrous oxide; oxygen; liquid oxygen.�
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Estimated Fix Date: (negative responses) 	
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